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USE

For Lock Out Tag Out operation, according to 5 rules of consignment.

Keyed Different system, with random combination. Each padlock has its own unique key. 

The key can only open one padlock and no others. Lock-out Tag-Out garantees staff safety, 

but also protects installations.

USER BENEFITS

- Interchangeable shackle system, for many different possibilities depending on 

installation, without changing the padlock body, regarding 9 different shackles :

with possibility to order several different shackles for a single padlock,

- High security key, with over 1 000 000 possible blade profile variations, that give more 

safety, or exclusive keyed alike padlocks,

- Captive key system, to avoid removing the key if the padlock is not locked,

- Automatic return cylinder,

- Lightness and ergonomics,

TECHNICAL FEATURES

Non metal body for the padlock, Non-conductive, with 9 differents possible shackles, to chose.

Shackles with 2 different materials : inox or metal free, regarding 2 lenghts : 38 or 76 mm, and 

regarding 2 diameters : 4,5 or 6 mm, in addition to a cable wire shackle with 1 mm diameter

and 70 mm lenght. 

8 available colors : orange, red, blue, green, yellow, white, brown, or black. 

Delivered with a mounted shackle (choosen) + 1 Different keyed + 1 set of 6 stickers 

(abrasion and UV resistant) + 1 user instruction + 1 individual packaging

Keyed Different System

CS-KD--

Lockout Padlock with Keyed Different

Padlock dimensions without shackle : hight 54 mm x width 46 mm x 

thickness 21 mm, 

Mounted padlock Weight  : 80 g without key, and 92 gr with the key
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CS-KD--

Lockout Padlock with Keyed Different

Additional shackles, that we can order 

for the same padlock 


